Safely identify the work zone

- Clearly identify the work zone
- Safely guide motorist when work is being done on the side of the road
- Use devices (cones and signs) that meet MUTCD standards
- Keep devices (cones and signs) clean and in working condition
- Wear Class 3 high-visibility safety apparel

Workers are not required to wear safety vests. TRUE / FALSE

Cones and signs do not need to meet any standard. TRUE / FALSE

Cones in any condition can be used. TRUE / FALSE

Branches should be kept off of the road. TRUE / FALSE

The work zone should be clearly identified. TRUE / FALSE

Read the statement. Determine if it is true or false. Circle the correct answer.

Your Name: ______________________________

Company: ______________________________

Course: WORK ZONE SAFETY

Date: ______________________________

This material was produced under grant number SH-27622-SH5. Occupational Safety and Health Administration, U.S. Department of Labor does not necessarily reflect the views or policies of the U.S. Department of Labor, nor does mention of trade names, commercial products, or organizations imply endorsement by the U.S. Government.
Señalar claramente el área de trabajo.

Guía con seguridad los conductores del tráfico, cuando se está trabajando en el lado de la calle.

Utilizar conos y señales que cumplan las normas del MUTCD.

Mantener los conos y señales limpios y en buenas condiciones.

Usar ropa de seguridad de alta visibilidad clase 3.