2

Post Test

ID Number ___________________ Date_____________________

1. Which of the following personal protective equipment need a medical evaluation prior to use?
   a. Hygienic face mask
   b. Particulate respirator
   c. a & b
   d. none of the above

2. The selection for the appropriate type of respirator to be used for the contaminants present in
   the workplace is responsibility of
   a. Employer     b. Both     c. Employee     d. OSHA

3. The fit check is used to verify the following:
   a. Respirator condition
   b. Correct respirator seal
   c. Respirator size
   d. Respirator cleanliness

4. Before using a respirator, a fit test must be performed to the employee to identify the best
   ___________of the respirator to be used by the employee
   a. Model and size
   b. Style and price
   c. Make, size and price
   d. Make, model, style and size

5. Respirator cleaning requires cleaning with ___________ after each use
   a. Alcohol
   b. Disinfectant
   c. Warm water and neutral soap
   d. Hot water and alcohol

6. Inspection of the respiratory protective equipment should include
   a. Equipment cleanliness
   b. Equipment physical condition
   c. The serial number , if the equipment is to be used for emergency response
   d. All of the above

This material was produced under Susan Harwood grant number SH-05034-SH8 Occupational Safety and Health Administration,
U.S. Department of Labor. The contents in this presentation do not necessarily reflect the views or policies of the U.S.
Department of Labor, nor does the mention of trade names, commercial products, or organizations imply endorsement by the
U.S. Government